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Feature: Mechanical Data
1. 2-line x16 characters display; 5x8 dots with cursor Iltem Standard Unit
2. Built-in controller NT7603 Module dimension 66.0 X 27.7 mm
3. +5V power supply Viewing area 61.0x15.7 mm
4.1/16 Duty cycle Character size 2.97x5.15 mm
5' STN or ESTN Mode Dots size 0.57 x 0.60 mm
6. ROHS compliant Absolute Maximum Rating
Interface Pin Connections symbol Sta:;z)ard
PINNO Symbol Function Power supply | VDD-VSS | -0.3 7.0 Vv
. Input voltage VI -0.3 VDD+0.3
1 VSS GND
2 VO Contrast Adjustment Electronical Characteristics
o Standard .
3 VDD Power supply +5V ltem Symbol Condition Min  Typ  Max Unit
4 RS H/L Register select signal Input voltage VDD :gg:// 31; gg ig v
5 RV H/L Read/Write Slgnal Supply current loo VDD=5V | ---- | 125 | 250 | UA
6 E H/L Enable signal -20C | 49 | 52 | 55
Recommended -
7 DBO H/L Data bus line LCD driving voltage |vpp-vo OOC 45148 | 51
25C | 41| 45 | 48 | Vv
. for normal temp  |(vDD=5V)
9 DB2 H/L Data bus line 70C | 35 | 42 | 55
10 DB3 H/L Data bus line LED forward voltage| VF 25C | - | - | | v
11 DB4 H/L Data bus line LED forward current| IF  [25°C|Edge| - | - | - | MA
12 DB5 H/L Data bus line Display Character Address Code:
. Display position
13 DB6 H/L Data bus line 123456789 1011 12 13 14 15 16
i DDRAM address 00 01 02 == == == == == == == == == == - - OFH
14 bBY H/L Data bus line DDRAM address 40 41 42 - - - - - — -~ - -~ -— - - AFH




